
 

 

 

 
 

 

 

 

 

1. The initial state of the remote controller is unpaired, press any key at this time, and the red light will 
flash once. 
   

 

 2. When the remote controller is under the unpaired state, turn on the headset and press any button 
on the remote controller within 30 seconds, then it will be paired with the headset. At this 
time, the voice in the headset will announce "remote key paired". The remote controller will 
flash  the green light twice to indicate that it is pared successfully. 
 

 

3. When the remote controller is under the paired state, press any key at this time, the green light will 
flash once. If the headset does not respond, the red light will flash twice. If the headset responds, the 
green light will immediately flash once again.  

 

 

When the remote controller is under the paired state, if it needs to clear the pairing of the remote 
controller, quickly press the button in the center of the remote controller several times, until the indicator 
light of the remote controller flashes red and green slowly, which means that the pairing status of the 
remote controller has been cleared. Return to the initial state.  

 

 

 

 

 

 

 

The button for communicating with  the radio 
 

The button for communicating with the radio & 
intercom  

The button for communicating with intercom 
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1. The initial state of the remote controller is unpaired, press any key at this time, and the red light will flash 
once.   

 

2. When the remote controller is under the unpaired state, turn on the transceiver and press any 
button on the remote controller within 30 seconds, then it will be paired with the transceiver. The 
remote controller will flash green light twice to indicate that it is pared successfully. 
 

 3. When the remote controller is under the paired state, press any key at this time, the green light will flash once. 
If the transceiver does not respond, the red light will flash twice. If the transceiver responds, the green light will 
immediately flash once again.  

 

 

When the remote controller is under the paired state, if it needs to clear the pairing of the remote controller, 
quickly press the button in the center of the remote controller several times, until the indicator light of the remote 
controller flashes red and green slowly, which means that the pairing status of the remote controller has been 
cleared. Return to the initial state. 
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The button for communicating with the  radio 
& headset 
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